
ACCESS LIFTS FOR 
DISABLED PERSONS
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F3HD VSL

 HEFVERMOGENY Kg 320 E 880

GEWICHT Kg 110 B 310

VOLTAGE
12 V Amp 100 B1 410

24 V Amp 50 V 1030

HEFSNELHEID (BELADEN)) m/min 5 H ±

ZAKSNELHEID (BELADEN) m/min 6 L 510

OLIETANK INHOUD l 1,8 W 955

ELECTROMOTOR VERMOGEN
12 V Watt 500 W1 1065

24 V Watt 800 Z 1160

WERKDRUK bar 140

 GELUIDSNIVEAU (**) dB <70

F3 HD VSL
ROLSTOELLIFT - VERTICAAL GEDEELD PLATFORM
hefvermogen: 320 kg

TECHNICAL DATA

TOEPASSINGEN

De F3HD±VSL rolstoellift is speciaal ontworpen voor  
bestelwagens, bijvoorbeeld:
Citroen       JUMPER
Citroen       RELAY
Fiat            DUCATO
Ford          TOURNEO 
Ford           TRANSIT
Iveco          DAILY
Mercedes Benz   SPRINTER
Nissan    INTERSTAR
Nissan    PRIMASTAR
Opel       MOVANO
Opel        VIVARO       
Peugeot    BOXER COMBI
Renault    MASTER
Renault     TRAFIC
Volkswagen   CRAFTER

VEILIGHEIDSVOORZIENINGEN
- ONDERBREKINGSSCHAKELAAR BIJGELEVERD

- HANDPOMP MECHANISCH (NOODBEDIENING)

- AUTOMATISCHE ROLSTOP AAN PLATFORM 

- HANDGREPEN

** Equivalent continuous (A) weighted noise pressure level, in the working place.

THE ABOVE MENTIONED COMPONENTS ARE INDICATIVE AND MAY VARY AS REGARDS TO THE PERFORMANCE. ANTEO 
RESERVES THE RIGHT TO CHANGE THE WEIGHT AND THE TECHNICAL SPECIFICATIONS WITHOUT PRIOR NOTICE. NO 
INDEMNITY FOR DAMAGES MAY BE CLAIMED FROM ANTEO FOR TECHNICAL SPECIFICATION AND WEIGHT CHANGES OR 
FOR INSTALLATION PROBLEMS DUE TO LACK OF SPACE ON THE FOLLOWING VEHICLES.

740 mm


